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Abstract
Radar imaging and x-ray computed tomography (CT) are both based on
inverting the Radon transform. Yet radar imaging can make images from as
little as two degrees of aperture while x-ray CT typically requires an aperture
of at least 120◦. Our discussion addresses this phenomenon.
(Some figures in this article are in colour only in the electronic version)
1. Introduction
Although the mathematical similarities between x-ray computed tomography (CT) and
synthetic aperture radar image processing (either Spotlight SAR or ISAR) have been recognized
for several decades [3, 4], the connection between the two disciplines is often surprising even
to seasoned practitioners in these fields. The relationship is, perhaps, unexpected because of
the fundamental differences in the acquired data. Radar data are usually electromagnetic field
measurements of echo pulses with relatively long wavelength. X-ray data consist of high-
frequency transmission measurements. Moreover, radar systems are generally coherent (they
record the pulse-to-pulse relative phase) while x-ray systems are generally incoherent.
In both cases, the limited-aperture problem is of paramount practical importance. And
it is in this restricted-data environment that a surprising distinction between the two imaging
problems can be found: good-quality x-ray tomographic images typically demand significantly
larger measurement apertures than are required by their radar counterparts (in practice, as much
as a factor of 50 larger).
In what follows, we will examine this phenomenon and show that the concept of carrier
frequency is different for the two types of measurement systems. In radar, the transmitted
waveform is modulated by a frequency chosen to conform with atmospheric ‘windows’ and
engineering (bandwidth-generation) considerations [1]. In x-ray systems, the notion that
corresponds to the radar carrier frequency is a certain spatial frequency that arises from the
size and spacing of the sources and detectors at each view.
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Figure 1. Graph of a typical detector response function.
Our discussion will not require an in-depth understanding of either radar or x-ray imaging
techniques. We will begin by establishing the notation and briefly demonstrating how the two
methods are related. Section 3 contains our principal result and examines the nature of the




In x-ray imaging we measure line integrals of a real-valued density function f in R2. These
line integrals are conveniently modelled by the Radon transform:
(R f )(θ, s) =
∫
R2
δ(s − θ · x) f (x) dx, (2.1)
where θ = (cos ϕ, sin ϕ)T ∈ S1 and s ∈ R1; see e.g. [5]. The vector θ denotes the direction
perpendicular to the lines of integration and, in limited angle tomography, θ is restricted to the
sector |ϕ|  .
If we had a continuum of infinitely small detectors we would measure (2.1). In the finite-
sized detector case, we measure a band-limited version
(Rb f )(θ, si ) =
∫
(R f )(θ, s)χs(s − si ) ds (2.2)






but in practice χs looks more like figure 1.
The Fourier transform of χs is effectively supported in some region around zero, say
(−b, b), where, in accordance with the sampling theorem, b ∼ π/s. Since f is real valued
we can ignore negative frequencies, restricting the frequency range of χs to [0, b). This
makes the comparison with radar data easier.
It follows that x-ray data are sampled versions of (2.2):
d(θ, s) = (Rb f )(θ, s) = ((R f )(θ, ·) ∗ χs)(s). (2.4)
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2.2. Radar imaging
It is shown in [2] and [1] that under the start–stop approximation, the data from band-limited









f (x)δ(s − θ · x)
∫ ω2
ω1
eiω(t−s) dω ds dx
=
∫










Obviously the Fourier transform of χ is supported in the interval (ω1, ω2). The bandwidth b =
ω2 − ω1 plays the same role as b introduced in the discussion of x-ray imaging.
2.3. Comparison
In both cases, the data are of the form
d(θ, ·) = (R f )(θ, ·) ∗ χ (2.7)
for a function χ with finite bandwidth. The key difference is that for x-ray imaging, the χ
frequency band is (0, b), whereas for radar imaging, the χ frequency band is centred about a
(usually high) central frequency ωc = 12 (ω1 + ω2).
To express the fact that in both problems we have only a limited angular aperture, we
multiply the data by an angular cut-off function
χ(θ) =
{
1 for θ with |ϕ|  
0 otherwise.
(2.8)
The data, then, are
D(θ, s) = χ(θ)[(R f )(θ, ·) ∗ χ](s). (2.9)
For simplicity we ignore the issue of angular sampling, since it is similar for both x-ray and
radar imaging.
3. Resolution analysis
For the resolution analysis, we begin by Fourier transforming (2.9) from s into ω. This gives
us
Dˆ(θ, ω) = χ	(θ)R̂ f (θ, ω)χˆ (ω). (3.10)
Then we use the projection-slice theorem, which states that R̂ f (θ, ω) = fˆ (ωθ). Here R̂ f
denotes the one-dimensional Fourier transform (s → ω) and fˆ denotes the two-dimensional
Fourier transform. Applying this theorem, we can write the s-Fourier transform of the data as
Dˆ(θ, ω) = Kˆ (ωθ) fˆ (ωθ), (3.11)
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Figure 2. Sector in theta–omega space.
where
Kˆ (ωθ) = χ(θ)χˆ(ω) (3.12)
is one in the shaded region shown in figure 2 and zero elsewhere.
If f has compact support, then since fˆ is an entire function, fˆ is uniquely determined
by the data in the sector presented in figure 2. This implies that f is uniquely determined by
the data in both the radar and x-ray cases. Exact reconstruction, however, requires analytic
continuation, which is hopelessly unstable in this case. Therefore, ‘resolution’ refers to stable
reconstruction procedures. In fact, we restrict ourselves to reconstruction in the minimum
norm sense, i.e., our reconstruction is obtained simply by putting the Fourier transform of f
to zero outside the measured region and then computing the inverse transform. Equivalently
we could use a filtered backprojection algorithm in the limited angular range.
The minimal-norm reconstruction fR of f is obtained from
fˆR = Kˆ fˆ = Dˆ, (3.13)







and can be calculated by writing
x = r(cos ψ, sin ψ) and ξ = ω(cos φ, sin φ) (3.15)
so that x ·ξ = ωr cos(φ −ψ). For the radar problem, the ‘down-range’ direction corresponds
to ψ = 0 and ‘cross-range’ corresponds to ψ = π/2. For radar, the small-angle approximation
is cos φ ≈ 1 and sin φ ≈ φ.
In the x-ray case, ψ = 0 corresponds to the direction perpendicular to the lines and
ψ = π/2 corresponds to the direction along the lines. For ease of exposition we also adopt
the radar jargon for the x-ray case.
3.1. Down-range resolution
For ψ = 0, under the small-angle approximation, we obtain for (3.14)
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Figure 3. From left to right: supp(Kˆ ), Re K , cross sections (fast oscillating horizontal, slowly
oscillating vertical) through Re K for x-ray (top) and radar (bottom). The down range is horizontal.
In the x-ray case, the centre frequency ωc is b/2 and we obtain





















= φb2(sinc br − 12 (sinc 12 br)2), (3.18)
where we have used the identity sin2(A/2) = (1−cos A)/2. We see that Re K (r, 0) looks like
a sinc function with the main lobe slightly narrower than 2π/b. (See the rightmost column of
figure 3 for a plot.) Consequently, the down-range resolution is 2π/b.
In the radar case, where ωc  b, the leading order term of (3.16) is obtained by
differentiating the exponential
K (r, 0) ≈ bωc eiωcr sinc 12 br, (3.19)
yielding down-range resolution 4π/b. (See the rightmost column of figure 3 for a plot.)
In (3.19), it is the sinc function that governs the resolution. However, the oscillatory factor
exp(iωcr), which is the cause of the scintillation effect [1], is a major problem for reconstructing
the smooth function; see our discussion in what follows.
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Table 1. Resolution for the radar and x-ray cases. Numerical values correspond to figure 3, i.e.,








When ψ = π/2, we have cos(φ − ψ) = sin φ, which, under the small-angle approximation,
is approximately φ. With this approximation, the computation of (3.14) is
















[eiωcrb sinc( 12 br) − e−iωcrb sinc( 12 br)]
= bωc sinc( 12 br) sinc(ωcr). (3.20)
In the radar case, with ωc  b, we have
K (0, r) ≈ bωc sinc(ωcr) (3.21)
while in the x-ray case ωc = b/2, so that
K (0, r) ≈ b2φ(sinc 12 br)2. (3.22)
Thus we have cross-range resolution 2π/(ωc) in the radar case and 4π/(b) in the x-ray
case. Our results are compiled in table 1.
3.3. Numerical examples
We computed K numerically for φ = 12◦, ω1 = 200 and ω2 = 300, (i.e.4, ωc = 250, b = 100
for the radar case and b = 300 for x-ray case). These results are plotted in figure 3. The results
clearly corroborate our analysis.
So far we have discussed resolution as defined by the width of the main peak in the
magnitude of the point-spread function K . This main peak defines a resolution cell, which
is a rectangle whose sides have the lengths of the main lobes of K in the down-range and
cross-range directions, respectively. Considering the magnitude of K is sufficient for objects




fδ(x − x). (3.23)
4 We note that the choice of ωc = 250 in the radar case does not mean that we are using 250 Hz frequency. This is
a scaled frequency whose value depends on factors such as the wavelength-to-scatterer ratio, atmospheric windows
and size constraints on the antenna; ωc = 250 is reasonable in certain situations.
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In this case, our reconstruction is
(K ∗ f )(x) =
p∑
=1
fK (x − x). (3.24)
If the resolution cells centred at x and xk do not overlap for  = k, then the sum in (3.24) has
only one term that is significantly different from 0, and
|(K ∗ f )(x)| ≈
p∑
=1
| f||K (x − x)|. (3.25)
Here, the down-range oscillations in K disappear by taking absolute values, and |K | behaves
very much as if the oscillations due to the factor exp(iωcr) were absent. It follows that the
scatterers at x appear separated if the resolution cells do not overlap. Table 1 is based on this
reasoning.
The situation changes drastically if extended objects are considered, i.e., if f is a piecewise
smooth function. Our point-spread functions are of the form
K (x) = eiωcx1 K0(x) (3.26)
where x = (x1, x2)T, x1 is the down-range variable, x2 the cross-range variable and K0
is significantly different from 0 only in the resolution cell centred at the origin. Then our
reconstruction can be written
(K ∗ f )(x) =
∫
R2
eiωc(x1−y1)K0(x − y) f (y) dy. (3.27)
If f is smooth in the resolution cell centred at x, then this integral is negligible for large ωc.
Thus, smooth parts of the object cannot be seen. If f is a smooth curve-like object (i.e., f is of
the form f (y)δ(y − ) with f smooth on the smooth curve  ⊆ R2) then the reconstruction
is
(K ∗ f )(x) =
∫

eiωc(x1−y1)K0(x − y) f (y) ds(y). (3.28)
If  is smooth in the resolution cell centred at x, and if the direction of (the tangent to)  is
not cross range, then  can be represented by y2 = g(y1) with a smooth function g, and the
reconstruction is
(K ∗ f )(x) =
∫
R1
eiωc(x1−y1)K0(x1 − y1, x2 − g(y1)) f (y1, g(y1))
√
1 + |g′(y1)|2 dy1. (3.29)
Again, this is negligible for large ωc. However, if  has cross-range direction at x, i.e., if  is
represented by y1 = x1, then
(K ∗ f )(x) =
∫
R1
K0(0, x2 − y2) f (x1, y2) dy2, (3.30)
and this may be quite large, independent of ωc. Points on curves with cross-range direction are
called specular. We conclude that specular points show up conspicuously in the reconstructed
image. However, since the measurements associated with a specular flash are typically
supported on an aperture , the cross-range resolution of the specular target element will
be correspondingly reduced.
Finally, we consider the case where x is a corner of . Using integration by parts one can
show that, generically,
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Figure 4. Circular section (top left). Reconstruction from radar data (top right), x-ray data without
(bottom left) and with (bottom right) thresholding.
This is not as big as the contribution of the specular points, but it is much larger than the
contribution from the smooth parts of the object.
What has been said for ωc  b (radar) also applies, by and large, to the case ωc = b/2
(x-ray). The reason for this is that in the latter case K is also oscillating in the down-range
direction.
Using the same parameter values as given in figure 3 we reconstructed the circular sector
presented in the top left of figure 4. The reconstruction in the radar case (top right) shows the
corners with the same resolution in the down-range and cross-range directions, as predicted by
table 1. The bottom left part of figure 4 shows the reconstruction for the x-ray case. The corners
can be identified in an otherwise inconclusive picture. After thresholding (bottom right) the
corners emerge in accordance with table 1—in particular, with a much better down-range than
cross-range resolution.
4. Discussion
In summary, we can state that small-synthetic-aperture radar and small-angle tomography
share some essential features. In both cases we can reconstruct only point scatterers,
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corners and specular points, the other features of the object remaining invisible. We remark in
passing that this is in agreement with results obtained by microlocal analysis [6], and indeed
provides a justification for the use of high-frequency asymptotics in limited-aperture problems.
The cross-range resolution can be made arbitrarily fine by choosing ωc (radar) and b
(x-ray) sufficiently large. The down-range resolution depends, in both cases, on the bandwidth
and is considerably better in the x-ray case (2π/ω2) than in the radar case (4π(ω2 − ω1)) for
the same maximal frequency ω2. This advantage of the x-ray case over the radar one seems to
be the only benefit of having data extending down to ω = 0 rather than ω = ω1 > 0.
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